7" MIN. REINFORCED CONCRETE, 5-SACK, 3000 PSI, #4 @ 24" O.C.B.W.
SAW CUTS SPACED 15" EXPANSION JOINTS SPACED 90' MAX

8" MIN. COMPACTED SUBGRADE COMPACTED TO 95% STANDARD PROCTOR DENSITY,
STABILIZE IF P.I. IS ABOVE 12

COMMERCIAL CONCRETE
N.T.S.

3" MIN. H.M.A.C. ACCORDING TO TXDOT SPECS.
(330lbs/SCF)

9" MIN. TABLE-1, GRADE-1 "FLEX-BASE".
INSTALLED IN 3" LIFTS COMPACTED TO 95% MODIFIED
PROCTOR DENSITY.

MC-30 PRIME COAT (0.25 GALLON/SF).

SEE CURB DETAIL FOR 6" OR 8" CURB AS SPECIFIED

8" MIN. COMPACTED SUBGRADE COMPACTED TO 95% STANDARD PROCTOR DENSITY,
STABILIZE IF P.I. IS ABOVE 12

COMMERCIAL ASPHALT
N.T.S.

CITY OF SULPHUR SPRINGS
PAVING STANDARD
FOR COMMERCIAL STREETS SECTIONS
(OTHER HALF SIMILAR)

NOTE: EXPANSION JOINT DETAIL FULL DEPTH-SMOOTH
24", #6 DOWELS GREASED OR CAPPED ONE END AT 12" O.C.
SAW CUT JOINT DETAIL 1/4 SLAB THICKNESS SEALED